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Amendments to the Claims 

10-40 canceled 

5. ) (currently amended) The device according to claim 4. An underwater eneygy 

dampening _devi.ee* comprising : 

a first bubble producing unit, wherein said first bubble 
producing unit comprises: 

a tube support frame attached to said spine; and 
a tube with holes, said tube being placed within 
said frames 

a second bubble producing unit said second bubble 
producing unit being vertically spaced from said first 

bvfrbte pronging wnfo 

one or more meang f<x wppKying g3fiJp ^ , d . fiyst bubble 
producing unit ancLto said second bubble producing unit: 
and 

a spine for supporting said first bubble ^roducing unit 

and said smm<ltmfrbte producing unit,,, 

6. ) (original) The device according to claim 5, wherein said means for 

supplying gas to said first bubble producing unit and said 
second bubble producing unit comprises: 

at least one compressor; and 

tubing attached to said compressor and to said first 

bubble producing unit and to said second bubble 

producing unit. 

7. ) (original) The device according to claim 6, additionally comprising a 

frame for removable attachment to the top of said spine. 
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80 (original) 



9.) (original) 



10.) (original) 



The device according to claim 7, wherein said first bubble 
producing unit is vertically spaced from between three and 
five meters from said second bubble producing unit* 

The device according to claim 8, additionally comprising a 
third bubble producing unit, said third bubble producing 
unit being vertically spaced from said first bubble producing 
unit and from said second bubble producing unit. 

The device according to claim 9, additionally comprising a 
fourth bubble producing unit, said fourth bubble producing 
unit being vertically spaced from said first bubble producing 
unit from said second bubble producing unit, and from said 
third bubble producing unit 



11. ) (currently amended) A method of dampening energy from an underwater 

project comprising: 

substantially surrounding sides of a stationa ry project 
area with vertically spaced bubble producing units; and 
producing bubbles through said units. 

12. ) (currently amended) A method for dampening energy that is generated from an 

underwater energy source, comprising: 

providing at least two devices according to claim 5 3; 
surrounding said energy source with said devices; and 
producing bubbles through said devices. 

13. ) (currently amended) The method, according to claim 12, wherein at least three 

devices according to claim 53 are provided and used to 
create bubbles. 
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14. ) (currently amended) The method according to claim 13, wherein at least four 

devices according to claim £2 are provided and used to 
create bubbles. 

15. ) (currently amended) A system for dampening energy from an underwater 

project, comprising: 

a plurality of vertically-spaced and vertically-aliened 
bubble producing units; 

means for supporting said bubble producing units, and 
means for providing a gas to said bubble producing 
units. 

16. ) (new) A devicejo.r_darnremng energy from a project that is 

mndurtpd substantially underneath the water line of_a_ 

waterway, comprising; 

a spine placed substantially _perpendicular to said 

water line; 

a first bubble producing unit supported by said spine;, 
and. 

a second bubble producing unit support by said spine, 
said second bubble prod ucing unit being vertically, 
spaced from said first bubble producing unit 

17. (new) A device for dampening energy from a project that is 

conducted substantially underneath the water line of a 
waterway, comprising: 

a spine placed in a bed of the waterway; 

a first bubble producing unit supported by said spine; 

and 
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a second bubbleproducing unit support by said aping. 
aaidjSLecor^ unit being vertically 

spaced from said first fajfehk^^ 



Dated: September 21, 2004 By: 



Daniel P- Maguire, Keg, 41,506 
Tel: (53)) 750-3661 
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